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PPAOAICT NAME: INT/EXT HP HIGH GLOSS OIL BASE —-ACCENT HMIS CODES: HF R P
i ] UCT CODE: 540-01 2%¥2 0 B
SECTION I - MANUFACTUORER IDENTIFICATION = —
MANUFACTURER’S NAMF. : Congo Paint Company
ADDRESS : 12234 Los Nietos Road, Sante Fe Springs, CA 90670
EMERGENCY PHONE : (800) 486-7889 SUPERSEDES DATE t 3/23/98
INFORMATION PHONE : {B00) 4856-7889 REVISION DATE : 5/12/99
DATE PRINTED s 52999
smmeme——== SECTION II - HAZARDOUS INGREDIENTS/SARA 1XI1 IKFORMATION ===————u
VAPOR PRESSURE WEIGET
REFONTARLE CONPOWENTS CAS NWPZR m Fq ¢ YRMP PERCENY
NAPHTHA (PETROLEUE), HEAVY ALKYLATE 64741-65-7 2.6 6 F 1.9
AOGTH FLV/TWA: 300 PPH
NAPETHA (PETROLETM), HYDROTREATRD EEAVY 64742-48-9 10 o8 F 8.9
QS84 CEL/TWA: 400 PTM; ACGIH TLV/TWA: 400 PPN
MAPRTHA {PETROLEUN}, HEDIUM ALIPHAITIC 64742-88-7 0.5 65 F 6.3
QSEA PEL/TWA: 100 PPM; ACGIH TLV/TWA: 100 P
WAPATEA {PETROLEDN), LIGHT AROMATIC 64T42-95-6 t5 0 B 2.8
. MGIR/TWA: 100 PPM:  PEDERAL PEL: 100 PRM
¥ T4 {PETROLEUM), BYDROTREATED LIGET 64742-47-8 10 63 F 1.3
20GIR TLV/MWA: 200 PP
4 1,2, 4-TRINFTRYLEENE ENE (PSEUDOCUHENE) 95-53-6 16 100 F 1.1
OGHA PEL: 25PPN; ACGIH -TLV/TWA: 25 PPN; ACGIH -TLV/STEL: 35 PPK
TRIMETHYLBEN ENES 25551-13-7 18 100 F 1.1
OSEA PRL: 25PPM; KOGIH -TLY/TWA: 25 PPM; ACCIH -TLV/STEL: 35 PEH
SIROUHIVH COMPOTND, SIRCONITN SOAR 2264-99-9 ] 0 1
ACGIH TLV: SHG/M)
¢ (OBALT COMPONND(S) 7440-43-4 N/A B/ 0.33

OSEM PEL: 0.1 ng/m3, AQGIE TLV .02 ng/nd

4 Indicates toric chealcal(s) subject to the reporting requirements of secticn 312 of Title LIF and of 40 CFR 372.

{ Indicates touic chemical{s) subject to the reporting requirenents of California Proposition 65 Safe Drinkirg Water and Toric

Enforcesent Act.

SECTION III - PHYSICAL/CHENICAL CHARACTERTSTICS
BOILING RANGE: 235 F - 355 F SPECTIFIC CRAVITY {(H20=1}: 0.99
VAPOR DENSITY: Heavier than air. EVAPORATION RATE: Slower than ether.
COATING V.0.C.: 370 g/i MATERTAL V.0.C.: 370 g/l

SOLUBILITY IN WATER: NHone.
APPEARANCE AND ODOR: Typical for scolvent based paints.

SECTION 1V — FIlRE AND EXPLOSION HAZARD DATA
F"ASH POINT: 112 F METHOD USED: TCC
. YMABLE LIMITS IN AIR BY VOLUME- LOWER: 0.7 UPPER: 7.0

EXTINGUISHING MEDIA: Foan, CQ2, or Dry Chemical.
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SPRCTAL FIREFIGHTING PROCEDURES
U lf-comtained breathing apparatus with full facepiece operated in pressure demand or other pesitive pressure mode. During
emergency conditions, overesposure to decosposition products may cause health hazard.

UNUSUAL FIRE ANDR RXPLOSION HAZARDS

Vapors are heavier than air and may travel along the ground or be noved by ventilation and ignited by heat, pilat lights, or other
flanes and ignition sources at locations distant from waterial bandling pojuts. Reep contaivers tightly closed. Isolate from heat,
sparks, electrical equipsent, and open flames. Closed contaimers Bay explode op exposure to high temperatures.

SECTION V - REACTIVITY DAYTA

STABILITY: Stable.
CORDITIONS TD AVOID
Do not eupose to high teaperatures or open ignition sources.

INCOMPATIBILITY (MATERIALS TO AVOID)
Avoid contact with strong oridizing agents,

HAZARDOUS DECOMPOSITION DR BYPRODUCTS
Kay form toxic zaterials; Carbon Dioride, Carbon Monexide, Various Hydrocarbons, ete. on thermal deconposition.

HAZARDOUS POLYMERIZATION: Will not occur.

SECTION VI - HEALTH HAZARD DATA

INHALATION HEALTH RISKS AND SYMPTOMS OF EXPOSURE
¥ ‘wse nasal and respiratory irritation, dizziness, veakness, fatique, nausea, headache, possibie unconsciousness and even
& xlatien.

SKIN AND EYE CONTACT HEALTH RISKS AND SYMPTOMS OF EXPOSURE
EYES: Hay cause severe irritation, redness, tearing, and blurred vision. SKIN: Redness or drymese .

SKIN ABSORPTION HEALTH RISKS AND SYMFTONS OF EXPOSURE
Moderate irritation, redness, and defatting dermtitis.

INGESTION HEALTH RISKS AND SYMPTOMS OF EXPOSURE
Can cause gastrointestinal irritation, nausea, vomiting, and diarrhea,

HEALTH HABARDS [ACUTE AND CHRONIC)

ACOTR: Irritation of skin, eyes, and respiratory tract. Aspiration of material into lungs can cause chemical preumonitis which can
be fatal. CHRONIC: Prolonged or repeated exposured above TLY may result 1p permanent brain and nervous systen damage. CHRONIC:
Prolonged or repeated expesure to this product T3y Cause cancer.

CARCINOGENICITY: NTP CARCINOGEN: No IARC MONOGRAPAS: No  OSHA REGULATED: Yes
MAFNTHG! This product contains chemical(s) known to the State of California to cause cancer. (California Health and Safety Code
Section 25249.5) (Prop. 65). WARNING! This product contains chewical(s) knoun to the State of California to cause birth defects or
other reproductive harm. {Californza Beaith and Safaty Code Section 25M9.5) (Prop. 65).

MEDICAL CONDITIONS GENERALLY AGGRAVATED BY EXPOSURE
May be aqgravating to some skin amd respiratory copditions, and to pre-existing liver and/or Kidney disorders,

F"HRGENCY AND FIRST AID PROCEDURES
‘lush with large amounts of water for at least 15 minutes. Take to a physician.
SXTH: Wash affected areas with soap and water, Remove contaminated clothing, If irritation persists, consult physician.
LEHALATION: Remove to fresh air. Restore breathing. Treat synptomatically. Comsiit physician.
INGESTION: Drink 1 or 2 glasses of water to dilute. DO WOP IKDOCE VOHITING. CONSULY A PHYSICTAR OR POISON COWTROL CENTER
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INRFDIATELY. TREAT SYMPTOMATICALLY.

====—==——=—= SECTION VII - PRECAUTIONS FOR SAFE HANDLING AND USE ——==——=m==————

STEPS TO BE TAREN IN CASE MATERIAL IS RELEASED OR SPILLED
Elininate a1l ignition sources. Dike, contian, or absorb with inert waterials. Transfer to containers for recovery or disposal.
Prevent runoff into sewers, streans, or otber bodies of water.

WASTE DISPOSAT. NMETHOD
Dispose of in accordance with all local, state and federal requlations.

PRECAUTIONS TO BE TAKEN IN HANDLING AND STORING
Do pot store or use near sources of high tewperatures, near fire or open flame, or othet iqnition somrces.

OTHER PRECAUTIONS
DO WOT TARE INTERBALLY. Aveld prolonged or repeated exposure te levels above TLV. KEEP OUT OF REACE OF CEILDREN.

SECTION VIII - CONTROL MEASURES

RESPIRATORY PROTECTION
If 1V is exceeded, use WIOSH/MSHA approved organic vapor, mist and dust, supplied air, or self-contained breathing apparatus,
Avoid breathing sanding dust.

VENTILATION
Use adequate mechanical (general and/or local) ventilatiom to maintain exposure belew TLV.

P~ "TECTIVE GLOVES
W <esistant gloves such as Nitrile Rubber.

EYE PROTECTION
lOee chemical splash goggles or OSHA permitted safety glasses.

OTHER PROTECTIVE CLOTHING OR EQUIPMENT
Bear impervicus clothing., Byewash station,

WORK/HYGIENIC FRACTICES
Wach hands before eating or using restrooms, Remove and wash all contaminated clething before reuse.

SECTION IX - DISCLATMER

The inforgaticn contained herein is furnished without warramty of any kind. Ewployers should use this informatiom ¢nly as a
supplemont to other information gathered by then and must make independent deternination of suitability and cowpleteness of
Jafornation from all sources to assure proper use of these materials and the safety and health of employees.



